# Transformer Details

**Agency Approvals:** UL, cUL, RoHS

**Shield:** Electrostatic Shield

**Impedance:** 5.25%

**Efficiency:** 98.74% (DOE Part II-D-43%K (2016))

**Termination:** Aluminum Bus Bar

**Max. Amps:** 40 A

**Installation Class:** 220 C

**KVA Rating:** 112.5

**Secondary Voltage:** 480V Delta CT

**Frequency:** 60 Hz

**Temperature:** 40 C

**TA Spec:** 2.5% PDC, 4.2% FCBN

**Primer Voltage:** 480V Delta 3P3W

**Weight (lbs):** 840

**NEA Rating:** Type 3R

**Enclosure Style:** Air-cooled, Ventilated

---

<table>
<thead>
<tr>
<th>Part</th>
<th>Drawing Number</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>73-62112SH</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>4</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

**Dimensions:**

- **Height:** 24.250
- **Width:** 34.250
- **Depth:** 26.750
- **Overall Width:** 34.250
- **Overall Height:** 41.000

---

**Notes:**

- Dimensional tolerances are ± 0.75 mm.
- All dimensions are in millimeters.

---

**Date Created:** 11/14/2016

---

**REVISION HISTORY:**

- **Rev A:** Initial release.
- **Rev B:** Revised for clearance.
- **Rev C:** Updated for efficiency.
- **Rev D:** Final release.

---

**COMPANY:**

- **APPROVED WITH CHANGES:**
- **APPROVED:**

---

**N/P:**

- **Date:**
- **Company/BY:**
- **APPROVED:**