ELECTRICAL SPECIFICATIONS
STYLE: DUAL POLE, SINGLE PHASE IGNITION TRANSFORMER.
PRIMARY VOLTAGE: 230V, 50HZ
SECONDARY VOLTAGE: 10,000V, 23MA. MID-POINT OF SECONDARY
GROUNDED TO CORE & CASE.
RATING: 240VA

MAXIMUM AMBIENT TEMP: 104 F
H.V. BUSHINGS: DOUBLE SCREW TYPE PORCALAIN BUSHING
WITH INSULATED BAKELITE KNOBS
U.L. LISTED: FILE #E12339.

REV: C
TITLE: OUTLINE FOR 240VA. 1PH. 50HZ.
IGNITION TRANSFORMER

REV: B
REV: A 1.875 WAS 2.375"
CHG LEAD HOLE LOCATION &SIZE DS 7/7/10

DONGAN ELECTRIC
MFG. CO.

PIONEER TRANSFORMER CO.

TOLERANCES
DECIMAL DIMENSIONS ± .002
FRACTIONAL DIMENSIONS ± 1/32
DO NOT SCALE, USE DIMENSIONS ONLY
RETURN ALL PREVIOUS PRINTS

MADE BY
DS
7/6/10

CHECKED & APPROVED

PART NUMBER
A10-SR35

DRAWING NUMBER
10-916