ELECTRICAL SPECIFICATIONS

STYLE: DUAL POLE, SINGLE PHASE, IGNITION, TRANSFORMER

PRIMARY: 120V, 60HZ.
SECONDARY: 10000V, AT 23 MA. MID-POINT OF SECONDARY GROUNDED TO CORE & CASE

INSULATION SYSTEM: 105°C
TEMPERATURE RAISE: 55°C
RATING: 250 VA.

MAXIMUM AMBIENT TEMPERATURE: 104°F (40°C)

APPROVAL: UL LISTED FILE #E12339

REV: C
TITLE: OUTLINE FOR 250 VA. 1PH. 60HZ.

REV: B
FOR P/N A10-SV10 SEE 10-737 &
REV: A DRAWN ON AUTO CAD 6/9 9-28-00

DONGAN ELECTRIC
MFG. CO.
PIONEER TRANSFORMER CO.

TOLERANCES
SECULAR DIMENSIONS &-AND
FRACTIONAL DIMENSIONS 3:18:

SCALE: 3D

MARK BY: M.JAFRI 8-19-91
DATE: 8-19-91
CHECKED & APPROVED

PART NUMBER: A10-SV10
C10-SV10

MANUFACTURER:

DRAWING NUMBER: 10-307