ELECTRICAL SPECIFICATIONS

STYLE: OPEN STYLE, AIR COOLED, SINGLE PHASE, GENERAL USE ISOLATING TRANSFORMER
PRIMARY VOLTAGE: 240 X 480 VOLTS DUAL FUSE BLOCK INSTALLED
FREQUENCY: 50/60HZ.
SECONDARY VOLTS: 120 VOLTS
RATED OUTPUT: 1.5 KVA.
INSULATION CLASS: 155°C
TEMPERATURE RISE: 80°C
WINDINGS: ALL COPPER
TERMINATION: FINGER SAFE TERMINALS.
AGENCY APPROVALS: UL LISTED FILE # E3210
                      CUL LISTED THRU UL FILE E3210
                      CE. DOCUMENT #EN61558

☐ APPROVED
☐ APPROVED WITH CHANGES

COMPANY ____________________________
BY _____________ DATE _____________

TITLE: OUTLINE FOR 1.5KVA. 1PH. 50/60HZ.,
REV: B

GENERAL USE ISOLATING CONTROL TRANSFORMER
REV: A

DONGAN ELECTRIC MFG. CO.
PIONEER TRANSFORMER CO.

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS A TOLERANCE IS NOTED NEXT TO THE DIMENSION

MADE BY JL 11/26/12
CHECKED & APPROVED
PART NUMBER IC-1500-123
DRAWING NUMBER OUT-8006