ELECTRICAL SPECIFICATIONS

STYLE: OPEN STYLE, AIR COOLED, SINGLE PHASE, DRY TYPE, MACHINE TOOL CONTROL TRANSFORMER

PRIMARY VOLTAGE: 240x480 V.
FREQUENCY: 50/60 HZ.
SECONDARY VOLTAGE: 120/240 V.
RATING: 2000 VA.
INSULATION SYSTEM: 180 °C
TEMPERATURE RISE: 115 °C
MAXIMUM AMBIENT: 50 °C
REGULATION: ≤ 3%
TERMINATION: #10–32 SCREW TERMINALS
WINDINGS: ALL COPPER
WEIGHT: APPROX. 34 LBS.
AGENCY APPROVALS: U.L. LISTED FILE #E100887

DRAWN TO CAD / SEE REVISIONS TO
REVISION A ORIGINAL PRINT / BJA 11/06/02

DONGAN ELECTRIC MFG. CO.
PIONEER TRANSFORMER CO.

TOLERANCES
DECIMAL DIMENSIONS ±.030
FRACTIONAL DIMENSIONS 1/32
SCALE: FULL
3D

MADE BY M. JAFRI 11/15/93
CHECKED & APPROVED

PART NUMBER 50-2000-134
DRAWING NUMBER OUT-2289